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SMP OPERATION AND MAINTENANCE INSPECTION REPORT 
POST CONSTRUCTION PRIVATE STORMWATER BMP MAINTENANCE 

 
 
 

Site Name: Date of Evaluation  

Site Address:   

Facility Contact Information 

 NAME and MAILING ADDRESS PHONE #’S E-MAIL 

SITE CONTACT:    

INSPECTOR CONTACT:    

BUSINESS TYPE:                INSTITUTION ☐                COMMERCIAL ☐                INDUSTRIAL ☐          OTHER ☐                 

Are SOP’s for Stormwater Post Construction Inspections implemented and available for review?                   YES ☐ ☐                 NO  

          Orifice Required for site         YES ☐ ☐                NO                Orifice Size:                                                 Snout Required for site           YES ☐ ☐                 NO  

Items Inspected Checked Maintenance Req’d? 
 

Is there excessive 
accumulation of 

debris or sediment? 

Observations and Remarks Deadline for 
corrective 

action 

 Yes No Yes No Yes No   

1.Dumping Evidence         

2.Spill Evidence         

3.General Site Exposure         

4.Other Pollution Sources         

5. Stormwater Storage condition 
and capacity (detention/retention 
ponds) 

        

6. Inlets and catch basins         

7. Conveyance Systems         

8. Manholes         

9. Parking         

10. Waste Collection         

11. Landscaping         

12. Pre-Treatment devices         

13. Sumps         

14. Flow Control devices         

15. Site Specific SOP Items         

16. Other         

         

         

         

Notes:  

 

 

 

 

 

Inspector:                                                                                                                                        Contact::                                                                                                               

Signature:                                                                       Title:                                                                        Signature:                                                                                                  Date: 
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SMP OPERATION AND MAINTENANCE INSPECTION REPORT 

POST CONSTRUCTION PRIVATE STORMWATER BMP MAINTENANCE 
Supplemental Instructions 

 
INSPECTION PROCEDURE 
 
These instructions and inspection report can serve as a Standard Operating Procedure (SOP) to comply with The Utah 
Department of Environmental Quality mandate that private stormwater facilities that discharge to the Logan MS4 are properly 
inspected annually. At the discretion of the City Engineer, some sites will require additional site specific SOP in addition to the 
following:  
 
Site evaluation- Submit a copy of the inspection report to the Logan City Engineer’s office by September 30th of each year. 
 

1. Dumping Evidence: Evaluate catch basins, inlets, manholes, gutters etc. for the presence of stains from dumping or paints, 
thinners, oils, or other hazardous substances.  
 

2. Spill Evidence: Evaluate pavements and soils for spills, particularly for evidence of neglected spills.  
 

3. General Site Exposure: Evaluate materials, devices, and operations that are exposed to weather. Inspect to verify that BMPs 
are in place or that there are practices that will contain or minimize pollutants and pollutant sources. Look for uncontained 
waste material, oil, antifreeze, cleansers and other materials and chemicals that could seep into the ground, enter the storm 
drain system, or affect water quality. 
 

4. Other Pollution Sources: Evaluate any activity or operations that are or may pollute the environment.  
 

5. Stormwater Storage: Inspect for proper maintenance and condition of detention/retention ponds. Check for proper capacity, 
debris or sediment accumulation, and that overflow devices are in place and in good condition, etc.  
 

6. Inlets and catch basins: Inspect for proper maintenance and function of storm water inlets and catch basins. Inspect for 
pollutants, debris, and excessive amounts of dirt and sediment. Inlets, basins, and covers should be in good working order. 

 
7. Conveyance Systems: Inspect for proper maintenance, condition, and function of stormwater pipes, catch basins, swales, 

ditches and other conveyances. 
 

8. Manholes: Inspect manholes for condition, debris, excessive amounts of sediment, proper maintenance, and function.  
 

9. Parking: Inspect parking areas for proper maintenance and condition. Inspect for pollutants, spills, etc. Pavement areas should 
indicate regular sweeping activity and maintenance. 

 
10. Waste Collection: Inspect for proper maintenance and function of waste collection facilities. Inspect for stains and leaks from 

containers. Ensure that lids are kept closed. 
 

11. Landscaping: Inspect for condition, maintenance, and function. Inspect for excessive debris. Ensure proper application of 
chemicals by looking for accumulation of excess fertilizers, herbicides, insecticides, etc.  

 
12. Pre-Treatment Devices: Inspect pre-treatment devices for proper maintenance and condition. Pre-treatment devices are 

devices such as “Snout”, grease/sand interceptors, or other devices designed to remove pollutants from stormwater. 
 

13. Sumps: Inspect for proper maintenance and condition of Sumps, Class-V Injection Wells, and other similar underground 
devices designed to collect stormwater and percolate it to the ground. 

 
14. Flow Control Devices: Inspect for proper maintenance and function of Weirs, orifice plates and other similar flow control 

devices. 
 

15. Site Specific SOP Items: Certain land uses require site specific stormwater management SOP’s to ensure the quality of 
stormwater that is discharged from a site. Review site inspections for compliance with site SOPs. Evaluate the current SOP’s 
and modify, update, or amend them as needed. 

 
16. Other: Inspect other post construction stormwater items for proper function. This could include Pumps, Vaults, Backflow 

Devices, Bio-Filters, Bio-Retention Areas, Permeable Pavement, Green Roofs, etc. 


